MORRIS

Features:

Bronze Diecast Aluminum Housing

Area Light Gen 3

B

11444,

100W

13-1/2”

4-1/4”

Heat Resistant Directed Optics Frosted Polycarbonate Lens

Excellent Heat Dissipation - Maximum Life Expectancy

Seoul 3030 LEDs

Note: Fixture does not include mount - Pole Arm, Slipfitter, Trunnion,

Yoke, and Universal Mounts sold separately

Housing

Light

DLC Product ID#

DLC Product ID#

Part# |Wattage| Volts tilei Iosisass Lumens| CCT | CRI Dimming Lumens/Watt Area Light Flood Light
74000A 100 120-277 | Bronze | Type lll | 12918 | 4000 | 75.2 | 0-10V/PWM/VR 129.2 PLWZHXLIW8K4 PLIS406ERSSF
74001A 100 120-277 | Bronze | Type IV | 12835 | 4000 | 76.3 | 0-10V/PWM/VR 128.3 PLREQXYNC68Q PLBGKCSXGNRC
74002A 100 120-277 | Bronze | Type lll | 13077 | 5000 | 75.2 | 0-10V/PWM/VR 130.7 PLH7JUALLOW PL1IRUOVIPQSQ
74003A 100 120-277 | Bronze | Type IV | 12998 | 5000 | 76.3 | 0-10V/PWM/VR 129.9 PL3YHSYISPVN PLCA9789WFEI
74004A 100 120-277 | White | Typelll | 13077 | 5000 | 75.2 | 0-10V/PWM/VR 130.1 PLH7JUALLOW PL1IRUOVIPQSQ
74005A 100 120-277 | White | Type IV | 12998 | 5000 | 76.3 | 0-10V/PWM/VR 129.9 PL3YHSYISPVN PLCA9789WFEI
74048A 100 347-480 | Bronze | Typelll | 13329 | 5000 | 75.2 | 0-10V/PWM/VR 129.2 PL9YAXB97NQQ PLY6GX4BAO9X
74049A 100 347-480 | Bronze | Type IV | 12979 | 5000 | 76.3 | 0-10V/PWM/VR 127.2 PLS7X409FDWO PLFAHJ9D6BIP
74050A 100 120-277 | Bronze | Type V | 12693 | 5000 | 75.8 | 0-10V/PWM/VR 1271 PLVONBHMRZVT PL5Y6AS5QHIR
74051A 100 347-480 | Bronze | TypeV | 12822 | 5000 | 75.8 | 0-10V/PWM/VR 126.5 PLYBFZES561VV PLASASIIU76X
74052A 100 120-277 | Bronze | TypeV | 12533 | 4000 | 75.8 | 0-10V/PWM/VR 125.5 PLWOLWRBLHSD  [PLU7W2S9YWAS
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TYPE lll:

Polar Candela Distribution
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Photometrics:

Illuminance at a Distance

Center Beam fc

1700 10.1 fc A
34,00 2.52fc
c1.0f 1.12fc
c5.0f 0.63 fc
2507 0.40 fc
102,08 0.28 fc

W VYert, Spread; 98.7°
W Horiz, Spread: 147.5°

Beam Width

396f 1183

793R 236.6ft
1189f 354.9f1t
1585t 473.21t
198.1 ft 591.5ft
2378t 7098t

Tlluminance at a Distance

Center Beam fc

17 0R 9.38 fc
34.0R 2.34fc
10 1.04 fc
e R 0.59 fc
55 0R 0.38 fc
102 0R 0.26 fc

W vert, Spread: 93.6°
M Hotiz, Spread: 53,8

Beam Width

36.2 ft 173t

724t 3451t
108.6 ft 51.8ft
144.8 it 69.1 ft
181.1 Rt 86.3 It
2173k 1036 ft

Illuminance at a Distance

Center Beam fc

7R 6.85fc
340 1.71 fc
S10R 0.76 fc
oo R 0.43 fc
sc.0ft 0.27 fc
102 0R 0.19 fc

M Vert, Spread: 154.6°
M Horiz, Spread: 124,4°

Beam Width
150.8 ft 64.5 ft
3016Ff 1289ft
4524 19341t
603.2Ft 25791t
T54.0ft 3223t
904.8ft 386.8 It
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Isofootcandle Plot
5 4 320 100NN S g
H 1 | House Side

Street Side

W20fc 2.5fc 0.2fc

W 10 fc Wifc 0.1 fc  Total LLF: 0.69
HsSfc 05fc M 50% Max Cd

Distance in units of mount height (20Ft) --- Max Cd
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Street Side = 5
W20fc A 0.2fc
Mi0fc Wifc 0.1fc  Total LLF: 0.69
Wsfc 05fc  M50% Max Cd
Distance in units of mount height {20Ft) --- Max Cd
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Additional Technical Specifications:

Driver | Driver

Chromati | Chromati BUG Surge
Voltage L70 Current | PF THD |R9| DUV . ] Output | Output . .
city (x,y) | city (u,v) Rating | Protection
(Volts) | (Amps)
0.835- (0.998- | 3.84%- x=0.390 | u=0.228
120-277 |>50k hrs 0 | 0.0017 43V 2.1A G2 10kv
0.367 | 0.966 | 9.63% y=0.386 | v=0.507
0.377- (0.991- | 8.78%- x=0.390 | u=0.227
277-480 |>50k hrs 0 | 0.0017 43v 2.1A G2 10kv
0.224 | 0.952 | 7.04% y=0.386 | v=0.507
Component Specification: Listings:
LED: Seoul 3030 UL Listed: E474299

Operating Temperature:

Minimum Starting -40°F - 122°F Carton Qty: 1

Construction: Weight: 10.4 Ibs.

. . 2
Housing: Aluminum Alloy, Powder Coated EPA Rating: 0.8ft
IP Rating: IP65 suitable for wet locations

Lens Material: Polycarbonate - Heat, UV and Fire Resistant

Mounting:
2 Pc Mount Design for simple 1 person installation
Warranty:
Photo Control: Morris Products carries a 5 year warranty from date
Twist lock receptacle and shorting included. of purchase against defects in materials and

Photocell sold separately. workmanship (assuming normal and proper usage).

Accessories: BRONZE: WHITE:

Pole Arm Mount: Cat# 74032A  Cat# 74033A
Slipfitter Mount: Cat# 74034A  Cat# 74035A
Yoke Mount: Cat# 74036A Cat# 74037A
Trunnion Mount Cat# 74038A Cat# 74039A
Universal Mount: Cat# 74043A Cat# 74044A

Motion Sensor with cover: Cat# 74072A  Cat# N/A

www.morrisproducts.com




	Blank Page



