MORRIS

Features:

Area Light Gen 3

Bronze Diecast Aluminum Housing
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Heat Resistant Directed Optics Frosted Polycarbonate Lens

Excellent Heat Dissipation - Maximum Life Expectancy

Seoul 3030 LEDs

|
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Note: Fixture does not include mount - Pole Arm, Slipfitter, Trunnion,

Yoke, and Universal Mounts sold separately

Part# Wattage| Volts H:::::g P:iti::n Lumens| CCT | CRI Dimming Lumens/Watt ; DLi;;oE;;’c;tID# DL; :;3‘:_‘:;:‘:0#
l74026A 300 120-277 | Bronze | Typelll | 39827 | 5000 | 75.3 |O-10V/PWM/VR 130.4 JJ PLBEW35SMIDS PLQLMYOWQ458
74030AE_ 300 |347-480| Bromze | Typelll | 40356 | 5000 | 75.3 |0-10V/PWM/VR 135.3 :PLNG\MPNULLV PLDYE6IQ3QLM
|74028A| 300 |120-277| White | Typelll | 39827 | 5000 | 75.3 |0-10V/PWM/VR 130.4 :PLBFWSSSMIDS PLQLMYOWQA458
|74024A | 300 |120-277| Bronze | Typelll | 39391 | 4000 | 75.3 |O-10V/PWM/VR 128.9 PLTIEZBGFWAG PLUSCPF8J3HH
74027A]1 300 (120-277| Bronze | TypelV | 39836 | 5000 | 75.3 |O-10V/PWM/VR 130.2 PLF7WGSJPXRB PLMGIX8IHQH8
74031A| 300 |347-480| Bronze | Type |V | 39844 | 5000 | 75.3 |0-10V/PWM/VR 1338 | PLMJAHG1QRBK PLBXYBBPELZV
74029A| 300 |[120-277| White | TypelV | 39836 | 5000 | 75.3 |0-10V/PWM/VR 130.2 :PLF?WGSJPXRB PLMGIX8IHQHS
74025A| 300 |[120-277| Bronze | TypelV | 39471 | 4000 | 76.5 |O-10V/PWM/VR 128.6 :PLLKEDDLPGML PLLQX7EU78VA
J4069A 300 120-277 | Bronze | TypeV | 37811 | 5000 | 75.3 |O-10V/PWM/VR 126.9 PLGAM4078RW5 PLYPOATPOZ8Z
|74070A| 300 347-480 | Bronze | TypeV | 39429 | 5000 | 75.3 |0-10V/PWM/VR 132.4 PLE42C6QONLK4 PLBXKIVZWIYS
74071A| 300 120-277 | Bronze | TypeV | 37332 | 4000 | 75.8 |0-10V/PWM/VR 125.4 | PLWQKS5WBGEHU  [PLAVO8ZNGRAQO
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MORRIS

TYPE IlI:

Polar Candela Distribution
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Area Light Gen 3
300W
Photometrics:

Illuminance at a Distance

Center Beam fc Bearn Width
F
1700 30.7 fc . 389R 108.5ft
240R 7.67 fc F1.7M 217.00t
BTN 3.41fc 1166 3255ft
80k 1.92 fc 1554f 434.0ft
aE 0ft 1.23fc 1943 5425t
102.0ft 0.85 fc 2331 651.0H

M Vert. Spread: 97.6°
M Horiz, Spread: 145,2°

Hluminance at a Distance

Center Beam fc Beam Width
17.0R 21.8 fc 38.2 ft 17.1 it
S4.0R 6.94 fc 76.4 ft 34.1 ft
c1.0 3.08 fc 114.6 ft 51.2 ft
c8.0R 1.74 fc 1528 It 68.3 ft
2 0ft 1.11 fc 1909 ft 85.4 ft
1020 0.77 fc 229.1ft 1024t

M vert, Spread: 96.6°
Wonz ; Sprea e

IHluminance at a Distance

Center Beam fc Beam Width
SR 6.90.fc 143.8 ft 60.9 ft
3400 1.72 fc 28751k 121.7R
1R 0.77 fc 431.3Mt 1326ft
ca.0R 0.43 fc 575.1ft 24351t
85.0R 0.28 fc T189Ff 3044t
102,00 0.19 fc 862.6ft 365.2 It

M Vert, Spread: 153.4°
M Horiz. Spread: 121.6°
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MORRIS

Area Light Gen 3
300W

Additional Technical Specifications:

. .| Driver | Driver
Chromati | Chromati BUG Surge
Voltage L70 Current PF THD |R9 DUV . . Output | Output . .
city (x,y) | city (u,v) Rating | Protection
(Volts) | (Amps)
2.5495- | 0.999- | 3.47%- X=0.3888 |u=0.2276
120-277 |>50k hrs 0 | 0.00107 43V 6.3A G3 10kv
1.1147 | 0.952 | 6.29% y=0.3842 | v=0.5061
1.0831- | 0.994- | 4.43%- x=0.3876 (u=0.2275
277-480 |>50k hrs 0 | 0.00068 43V 6.3A G3 10kv
0.6417 | 0.957 | 6.39% y=0.3826 | v=0.5052

Component Specification:
LED: Seoul 3030

Operating Temperature:

Minimum Starting -40°F - 122°F

Construction:
Housing: Aluminum Alloy, Powder Coated
IP Rating: IP65 suitable for wet locations

Lens Material: Polycarbonate - Heat, UV and Fire Resistant

Mounting:

2 Pc Mount Design for simple 1 person installation

Photo Control:

Twist lock receptacle and shorting included.
Photocell sold separately.

Accessories:

Pole Arm Mount:
Slipfitter Mount:
Yoke Mount:
Trunnion Mount

Universal Mount:

Motion Sensor with cover:

BRONZE:

Cat# 74032A
Cat# 74034A
Cat# 74036A
Cat# 74038A
Cat# 74043A
Cat# 74072A

Listings:

UL Listed: E474299
Carton Qty: 1
Weight: 18.7 Ibs.
EPA Rating: 1.44ft?

Warranty:

Morris Products carries a 5 year warranty from date
of purchase against defects in materials and
workmanship (assuming normal and proper usage).

WHITE:

Cat#
Cat#
Cat#
Cat#
Cat#
Cat#

74033A
74035A
74037A
74039A
74044A

N/A
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